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KULLANIM ALANI
PVC ürünlerin üretiminde kullanıma uygundur. Kablo üretimi, bileşik üretimi, hortum üretimi, ayakkabı tabanı üretimi, tıbbi malzeme üretimi, sentetik deri üretimi, duvar kağıdı üretimi, döşeme üretimi vb. ELAFLEKS® DOTP orto-ftalat içermediği için ftalat yönetmeliklerine uygundur.
AVANTAJLARI
– DOTP (Dioctyl terephthalate), başta Avrupa Birliği ülkeleri olmak üzere kullanımı kısıtlı yada yasak olan orto ftalat içermez.
– Teknik değerler olarak muadili ürünlerden çok daha iyi neticeler verir.
– Diğer ftalatsız ürünler ile kıyasladığımızda ekonomik olarak en iyi neticeyi verir.
– Polimerin kimyasal yapısında herhangi bir değişikliğe yol açmaz.
– Fiziksel ve mekanik özelliklerinde istenilen değişikliği sağlar.
– Genelde bütün polimerik maddeleri kolaylıkla ve süratle jelle tirebilir.
– Lak uygulamarında çatışmayı önler,dayanıklılıgı arttır, pürüzsüz bir yüzey sağlar.
– İstenilen elastikiyette ürün elde edilmesini sağlar.
– Elektiriksel direnç sağlar.
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CAS No, 6422.86:2

Molecular Formula C.H,.0,

[
Molecular Structure = o/\(\/\cm
HaC. 0.

SPECIFICATIONS

Appearance Clear, Colorless Liquid
odor Characteristic

Color APHA Max. 30 (ASTM D 5386)

Flash Point Min. 210°C (ASTM D 92 Open Cup)
Viscosity 86-94 mPa.s (20 CASTM D 7042)

Density 0,980 - 0,985 glom* (20 C) (ASTM D 4052)

Refractive Index

1,4830 - 1,4890 (20 C) (ASTM D 1045)

Acid Number

Max. 0.1 mg KOH /g (ASTM D 1045)

Water Content

Max. %0,05 (ASTM E 203)

Molecular Weight

391 giMol





